




TurboRex® – DRHL
Two-Hand Mixer with pneumatic gear

TurboRex® – DRHPL
Single-Hand Mixer with pneumatic gun mixer

All pneumatic motors used are special gears for mixing. The free movable blades are adjusted automatically
in case of  wear out.

The inlet and outlet air supply is via a screw thread connection based on inch at the housing of the gear.
Optionally, a locking screw can be integrated to enable a continuous control of the speed. For the exhaust
air damping there are various sound absorbers available.
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The TurboRex® DRHPL is equipped with a robust industrial pneumatic gun motor with a
planetary gear. The mixing shaft is connected directly to the shaft.

With a switch, the model DRHPL-10 can be switched to left or right revolving. 
The pressure meter at the handle of the gun enables a continuous regulation of the speed.
For both models, a second handle option is possible.
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Other dimensions at request. Subject to technical changes.

* PA = Propeller with outer ring

DRHPL-10 DRHPL-20

KW 0,33 0,44

R/min 1800 500

Air consumption (L/h) 480 462

Max. operation pressure(bar) 6,3 6,3

Shaft (mm) 20 20

Shaft length (mm) 650 850

Mixing element KP125 PA* 150

Weight (kg) 6 9,8

KP 125
FoldingPropeller

KW

R/min

Air consumption (L/h)

Shaft (mm) 

Shaft length (mm)

Weight (kg)

DRHL-20

0,58

3000

730

25

650

13

DRHL-30

0,68

4000

830

25

650

15,2

DRHL-09

0,27

1000

500

20

650

8

DRHL-10

0,42

2000

630

20

650

10,1



Container and Barrel Agitators

With the ibW TurboRex® DRF the medium can be mixed directly in a
60-220 litre barrel through the bunghole. The mounting flange is equip-
ped with two lifting handles. The reinforced and enclosed bearings
ensure a long service life. All barrel agitators are equipped with a folding
propeller type KP125 as a standard feature. The mounting flange, shaft
and agitator unit are made of stainless steel type 1.4301. Special mate-
rials are available upon request.

TurboRex®

DRF-10

Folding propeller KP125

Pricing: Payment within eight days with 2% discount, 30 days net, plus VAT

We supply a wide range of solutions for other applications 
(e.g. installations of agitators in various vessel covers)

Barrel agitator type TurboRex® DRF
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Type DRF-09 DRF-10 DRF-20

Capacity (KW) 0,12 0,37 0,55

Frequency (Hz) 50 50 50

Voltage (V) 230/380 230/380 230/380

Protection class IP 54 IP 54 IP 54

Speed (U/min) 1500 1500 1500

Shaft diameter (mm) 20 20 20

Shaft length (mm) 800 800 800

Agitator unit KP125 KP125 KP125

Mount 2" bunghole 2" bunghole 2" bunghole

Weight (kg) 9,5 12,3 13,8

Price (Euro + VAT) 746,– E 836,– E 911,– E

Accessoires

Protection class IP55 41,– E

Explosion protection EExell-T3 90,– E

Drive Compressed air motor upon request



Container Agitators Typ TurboRex® DRC and DRGC
With the ibW TurboRex® DRC/GC container agitators the medium can be mixed directly in 500
- 2,500 litre containers. A support mount with reinforced and enclosed bearings and a support
frame are available as accessoires and recommended for each agitator.

All agitators are available as fast-running (DRC) and slow-running (DRGC) versions and fitted
with a propeller type P150 as a standard feature. Other agitator units are available upon request.

On the standard version the shaft and agitator are made of stainless steel type 1.4301. Special
materials are, however, available upon request. 

Various agitator securing fittings are available
for different container types. Various support
frames and a threaded seal are also available.
The threaded seal can be supplied with a sup-
port mount.

TurboRex®

DRC-20 with
threaded seal

Fast-running agitators DRC                          Slow-running agitators DRGC

Type DRC-20 DRC-30 DRC-40 DRGC-10 DRGC-20 DRGC30

Capacity (kw) 0,55 0,75 1,5 0,55 0,75 1,5

Voltage (V) 230/400 230/400 230/400 230/400 230/400 230/400

Frequency (Hz) 50 50 50 50 50 50

Protection class IP 54 IP 54 IP 54 IP 54 IP 54 IP 54

Speed (U/min.) 1500 1000 1000 250 250 250 

Shaft diameter (mm) 25 30 35 25 30 35

Shaft length 920 920 920 800 920 920

Agitator unit P150 P150 P150 P150 P150 P150

Weight 18,5 21,3 38,8 23,6 21,3 38,8

Price (Euro zzgl. MwSt.) 501,– E 612,– E 644,– E 734,– E 814,– E 899,– E

Support frame

Support mount with enclosed an reinforced bearings

Protection class IP 55

Explosion protection EExell-T3

Variable gear motor with manual wheel, approx. 37-357 U/min.

Low speed approx. 50 rpm

Folding propeller KP250 (Shaft length 800 mm)

Folding propeller KP300 (Shaft length 800 mm)

Alternative drive with compressed air motor

Threaded seal DN 150
Pricing: Payment within eught dayswith 2% discount, 30 days net, plus VAT
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It is important to indicate containertype, size and if needed the diameter of bunghole on your order!
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Accessory range

Support frame








